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EXISTING R.O.W.

EXISTING COMBINATION CONCRETE
CURB & GUTTER, TYPE B6.12

¢ ILLINOIS ROUTE 56 =
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! 12’ ) 12 , 12 VARIES 12'-0/ VARIES 11.1-30’ 12’ ) 12 ! ¥y ¥ [y
RIGHT-TURN LANE LANE LANE LEFLT;JELJRN GRASS MEDIAN LANE LANE

COMBINATION CONCRETE

CURB & GUTTER,

TYPE B6.24 (TYP.)

SUBBASE _GRANULAR MATERIAL,

TYPE B 6~

(TYP.)

REMOVE EXISTING PAVEMENT —-
TOPSOIL FURNISH & PLACE, 24"

SEEDING, CLASS 2A
EROSION CONTROL BLANKET

S v % e
6" (TYP.) L

EXISTING AGGREGATE SHOULDER
EXISTING BITUMINOUS SHOULDER

EXISTING PAVEMENT (TYP.)

FULL DEPTH

SAW CUT (TYP.)

PROPOSED ILLINOIS ROUTE 56 TYPICAL SECTION

STA. 215+36.50 TO STA. 218+06.50

r ¢ ILLINOIS ROUTE 56

TOTAL

SHEET
SECTION COUNTY SHEETS| NO.

AP
RTE.

365 [01-00273~00~CH KANE 172 12

STA. T0 STA.

lFED. ROAD DIST. NO. llLLlNOIS! FED. AID PROJECT

CONTRACT NO. 83906

NOTES:

1. ADDITIONAL UNDERCUTS SHALL BE PROVIDED IN THE
FOLLOWING LOCATIONS AND REPLACED WITH POROUS
GRANULAR EMBANKMENT, SUBGRADE.

STA. 220+75 TO STA. 222+25 (12"}
STA. 222+25 TO STA. 223+75 (6’7
STA. 225+75 TQ STA. 227+25 (6")
STA. 228+75 TO STA. 230+25 (6")
STA. 231+75 TO STA. 237455 (6')

2.ALL UNDERCUT AREAS SHALL BE JUSTIFIED AT THE TII%% OEF
A CONI

CONSTRUCTION BY A QUALIFIED SOILS INSPECTOR.
PENETROMETER SHALL BE USED TO TEST THE SUBGRADE
AND THE IDOT SUBGRADE STABILITY MANUAL SHALL BE
FOLLOWED. ANY POROUS GRANULAR EMBANKMENT NOT
NEEDED AT THE TIME OF CONSTRUCTION WILL BE
DELETED FROM THE CONTRACT (SEE SPECIAL PROVISIONS).
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EXISTING GROUND (TYP.) B A \ TOPSOIL FURNISH & PLACE, 4"

FULL DEPTH J— #‘33& SBHOS}ﬂ-DERS SEEDING, CLASS 2A
SAW CUT 2" POLYMERIZED HOT-MIX ASPHALT 6" (TYP) | | EROSION CONTROL BLANKET (TYP.)

EXISTING COMBINATION CONCRETE
CURB & GUTTER, TYPE B6&.12

EXISTING PAVEMENT

COMBINATION CONCRETE

CURB & GUTTER, TYPE B6.24 (TYP.)
SUBBASE_GRANULAR_MATERIAL,
TYPE B 6”

REMOVE EXISTING PAVEMENT
AND APPURTENANCES

TOPS URN & P
SEEDING. CLASS 2A
EROSION CONTROL BLANKET

AGGREGATE SUBGRADE 12"
(SEE NOTES)

SURFACE COURSE, MIX “F”, NSO

12 POLYMERIZED HOT-MIX ASPHALT
BINDER COURSE, IL-19.0, N90

PROPOSED ILLINOIS ROUTE 56 TYPICAL SECTION

STA. 218+06.50+ TO STA. 219+63.00

[— ¢ ILLINOIS ROUTE 56

HOT-MIX ASPHALT
SHOULDERS, 6Y/4"

» PROPOSED PAVEMENT RECONSTRUCTION BEGINS AT STA. 218+40.00, WHICH CORRESPONDS

TO THE END OF THE FULL-WIDTH PAVEMENT CONSTRUCTED AS PART OF THE ADJACENT
CHURCH ROAD -IMPROVEMENTS. PRIOR TO STA. 218-+40.00, THE PROPOSED IMPROVEMENTS
CONSIST OF NEW BARRIER MEDIAN AND STRIPING MODIFICATIONS (SEE PLAN AND PROFILES).
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SEEDING, CLASS 2A AGG, SHOULDERS,
EROSION CONTROL BLANKET (TYP.) TYPE B 6"

HOT-MIX ASPHALT
SHOULDERS, 64"

SUBBASE GRANULAR MATERIAL,

TYPE B 6”
AGGREGATE SUBGRADE 12”

(SEE NOTES)

REMOVE EXISTING PAVEMENT
AND APPURTENANCES

COMBINATION CONCRETE

CURB & GUTTER, TYPE B6.24
TOPSOIL FURNISH & PLACE, 24%

SEEDING. CLASS 2A
EROSION CONTROL BLANKET

COMBINATION CONCRETE

CURB & GUTTER, TYPE B6.24es

PROPOSED ILLINOIS ROUTE 56 TYPICAL SECTION

= 7
\ 6" (TYP)
2" POLYMERIZED HOT-MIX ASPHALT
A OURSE, MIX “F”, N90

12" POLYMERIZED HOT-MIX ASPHALT
BINDER COURSE, IL-19.0, N90

COMBINATION CONCRETE

CURB & GUTTER, TYPE B6.24

@ GRASS MEDIAN (SWALE AT 2% MINIMUM) - STA. 215+00.00 TO STA. 220+39.00

CONCRETE MEDIAN, TYPE SB-6 - STA. 220+39.00 TO STA. 222+86.55.

STA, 219+63.00 TO STA. 223+73.84

+sADJACENT TO DUAL LEFT-TURN LANES STORAGE BAY
TYPE B6.12 SHALL BE USED.

AGGREGATE SUBGRADE 12” SHALL BE PROVIDED FOR ALL SB-6 MEDIANS.

255 PAVEMENT REMOVAL

ILLINOIS DEPARTMENT OF TRANSPORTATION

PROPOSED TYPICAL SECTIONS

VERT.
SCALE: Lortz.

DATE__APR 06 2007

DRAWN BY BAH
CHECKED BY APS

ILLINOIS ROUTE 56 AT KIRK / FARNSWORTH




